Service instructions for lifejackets «

Choose one of the methods below to inflate the bladder

1. Automatic - hold the lifejacket under water (bucket) on the inflator side
= test of bobbin and inflator mechanism.
2. Manuel with CO2 - pull the inflator cord = test of inflator.
3. Orally or with pressured air* - inflate through oral tube (< 100 mbar/1,5 psi).
Pressure

test After 12 hours - Check whether the inflatable has lost air pressure
inflatable

Deflate the bladder by turning the cap for the oral tube upside down and
pressing it on the opening of the oral tube.

Roll up and press the inflatable to empty it completely.

Put the cap back on the opening of the oral tube to close it.

Unscrew the cylinder and check that the weight is more than 150 g.

cylinder The cylinder has no expiry date. Change only when the weight is < 150 g.

Detach and always discard the cartridge, ignore the replace-by date that is

Cartridge printed on the cartridge.

Check that the pin is undamaged and moves freely when a) pressing at the
bottom and b) pulling at the pull-toggle cord.

Inflator

Attach a new green clip.

Find a new cartridge and check that the replace by-date is after the next
Cartridge service date (12 months).
Always attach the new cartridge first!

Use only gas cylinders with Ki-Lock. Screw tightly! Make sure the cylinder is
cylinder screwed in completely to avoid gas leakage during inflation.

To trigger the automatic inflation, water must go through the green lid on the

cartridge. The lid must not be covered.
Packing
Fold the inflatable according to the instructions on the label or the service

video. Close the Velcro / bursting zipper well.

Next 8 < g | Put the correct month and year labels on the ID card
service ¢ @ | = 12 months ahead

* An adapter for the oral tube
opening is available for inflation
with pressured air and for
emptying the inflatable.

Service video mobil phone - scan QR-code

PC - go to https://ki-elements.no/info/
- Look for “Ki-165 Service” and
press the play button
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